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HMAHMA LINES

1000 lb HMA lines are 
available for custom 

canopy orders...

• Resistance to Shrinking!
• Better Performance!
• Longer Lifespan!
• Less Maintenance!

or get your 
lines replaced 

for just,
$385!
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News & Notes

Monthly Notes
Featured Instructors
Do you have a Strong Tandem Instructor 
that you would like to have featured 
in a future newsletter?  Write us and 
let us share their story with our global 
community of tandem instructors.

Strong Enterprises has released a comprehensive 
student harness fitting guide that provides step by 
step instruction for properly fitting a Dual Hawk 

Tandem System Student Harness on tandem students.  
	 The guide features visual as well as text instructions 
for each step in the student harness fitting process and 
provides multiple body shapes and sizes for comparison 
purposes.  
	 Visit our website at: (www.strongparachutes.com) and 
download the guide.  Put it up in your gear up room, put 
a copy in the hangar and most importantly, put a copy in 

the hands of every Dual Hawk Tandem Instructor at your 
dropzone.  This is information that every Strong Tandem 
Instructor should have as a reference.  
	 Remember, every tandem student MUST be fully 
secured in their student harness BEFORE boarding the 
aircraft.  Potential inflight emergencies dictate we must be 
ready to exit BEFORE we board the plane.

STUDENT HARNESS FITTING GUIDE SOON TO BE ONLINE

The Drogue Riser Assembly is one of the more complex systems on 
the Dual Hawk Tandem System and requires inspection every 25 
jumps to ensure continued proper function.

 	
	 The Drogue Riser requires inspection of the ring assembly identical to 
main riser maintenance. Each ring should be spun to ensure that there are 
no nicks or burrs on the rings and the ring attachment webbing should be 
“flexed” to prevent the webbing from taking a set.  Both grommets of the 
thru loop assembly should be inspected and the Velcro closure tapes of 
the Drogue Riser should also be inspected to ensure they remain clean of 
debris. The L-Bar connection of the Drogue Riser to the container (through 
the diagonals of the instructor harness) should also be inspected for wear 
of the Type VII webbing and the screws of the L-Bar should be inspected 
and tightened as needed.
 	
	 The 11” Flex Pin Cable Housing should also be inspected as part of 
the Drogue Riser Inspection. The black vinyl  end cap should be inspected 
on both ends to ensure that it is secure and intact.
The hand tacking of both ends of the housing should also be inspected to
ensure that neither end of the housing has loose hand tacking stitches
which could allow the housing to move away from it’s attachment points.  
And lastly, the Type IV webbing that covers the end of the housing on the 
main container top flap should be inspected to ensure that it continues to 
provide a secure attachment point for the housing.

Drogue Riser Inspection

PROpER STUDENT HARNEss FITTING Is A 
CRITICAL sTEp FOR SAFETY & COMFORT!




